This enclosure is meant for DUAL (2) HiQ 8" Ported

Specs: 1.2 cuft net Tuned to 33 Hz
Exterior Dimensions: 10"H x 15"D x 23.906"W
Port Specs: 8.5"H x 1.0"W x 14.982"L

(Port is designed in a way that it is the same height at the internal enclosure height so placement on the enclosure can be on the front or side)

Back Chamber

Vit (v3) [&

Driver ("3}

Enclosure

Vent (f3)
Bracing (°3)

Total (43)

Total Volume

Total (3)

=5

L&

ﬂ| Select |

Driver Configuration

aty DVC Wiring
51
2 | | Dual Pwer -

Back Chamber

bt (3) [ )
Fot (Hz) [ @

External Dimensions
w & 10000
om[& 15000
w ) | 22008

3D Viewport
1.200 J
0.082 -

0206 = [E

0.000

1488 = J

1.488

Port

Back Chamber 3D Viewport

vt (3) [ 5

1200 B

Fot (Hz) [ 3=
Vent Parameters
Quantty 1 j

Internal Went Dimensions

H(n) [ &) 8.500 =
w (i) [ & 1.nnnj

L (in) J 14.532j

A@2)[§  aso




Panel Cut Sheets

Top Panel

Plan View

Side View

Front View

Top Panel

Units: Inches
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